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Elastix: Waterproofing System.	  
The effectiveness of versatile protection. Total protection 
for walls, balconies, swimming pools, tubs, terraces, and 
screeds.

Characteristics and areas of use:
ELASTIX is a thick, elastic, fiber-reinforced, two-component 
water-based skim coat suitable for waterproofing walls, 
balconies, swimming pools, tubs, concrete surfaces, and 
screeds.
The high content of high-quality acrylic resins, special 
additives, selected aggregates, and synthetic fibers that 
make up ELASTIX skim coat provide excellent adhesion to all masonry, concrete, and Leccese stone paving surfaces. The 
waterproofing and elasticity it creates once dry make ELASTIX skim coat particularly suitable for protecting any surface 
exposed to heavy rainfall, chemical attack from disintegrating salts and chlorides, for sealing settlement cracks, for leveling 
depressions, and for creating slopes with multiple layers.

Substrate preparation:
NEW SUBSTRATES: Ensure the substrate is at least four weeks old and, if waterproofing drinking water tanks and cisterns, 
rinse it repeatedly with hot water. Thoroughly clean the substrate, removing all traces of dust, grease, efflorescence, etc.; 
then apply the ELASTIX leveling compound, following the application instructions.
OLD SUBSTRATES: Ensure the substrate to be treated is perfectly solid and clean. For degraded or crumbling substrates, 
we recommend hydrodemolition, sandblasting, or simply washing with high-pressure water. Reconstruct and repair any 
severely degraded areas, removing all traces of dust, grease, grease, efflorescence, etc. Then apply the ELASTIX leveling 
compound, following the application instructions.

Application:
Before application, add 30% cement to the ELASTIX skim coat (20 kg of Elastix plus 6 kg of cement) and mix thoroughly 
for a few minutes until completely smooth. Wet the surface with water and apply the mix with a stainless steel trowel in 
two layers, 2 mm thick per coat. Incorporate the square-mesh fiberglass mesh into the first layer and apply the second 
coat after 12 hours. Smoothing can be done a few minutes after applying the second coat using the same flat trowel or a 
brush. For a further finish on the treated surface, apply two coats of our SALVATETTO elastic water-based waterproofing 
product with a roller.

USEFUL WARNINGS
• Do not apply at temperatures below +5°C, above +30°C, or with humidity above 75%.
• Protect from rain for the first 24 hours.
• Use water to clean tools.
• For information on proper disposal, storage, and
handling of the product, please consult the relevant safety data sheet.
• On large terraces or roofs, if ELASTIX is left exposed, vapor vents must be provided, appropriately spaced according to 
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the humidity
present in the substrate (approximately every 20-25 m2).
• The product should preferably be used within two years from the production date if stored
in the original, unopened containers and at suitable temperatures.

Before After Apply with net Water resistant
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Binder type Synthetic emulsion

Specific gravity at 20°C 1.55 (g/L)

Viscosity: Brookfield, 6 rpm, 
speed 20, 20°C

cP 16,000

Dry film appearance matte

Apply with stainless steel trowel

Color gray

Coverage (kg/m²) 2.5 - 3 in two coats with mesh

Packaging (kg) 20 - 5

Drying

Touch dry: 8 hours at 20°C

Overcoating: 12 hours at 20°C

Through drying: 48 hours at 20°C

Dilution Mix with 30% gray cement
(20 kg of Elastix plus 6 kg of cement)

Tool Cleaning Immediately after use with water

Storage in a cool, dry place

Specification item
ELASTIX HIGH-PERFORMANCE WATERPROOFING PLASTER
A fiber-reinforced, elastic product formulated with high-quality acrylic resins, special additives, selected aggregates, and 
synthetic fibers that provide excellent elasticity and waterproofing. ELASTIX must be mixed with 30% cement and then 
mixed until a homogeneous mass is obtained. Apply the product with a stainless steel trowel in two coats on previously 
moistened surfaces, leaving 12 hours between the first and second coats. If micro-cracks are expected to form due to 
settling, place a 4–4.5 mm fiberglass mesh between the first and second coats of material. Minimum consumption: 2.5–3 
kg per square meter.
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 Cosa serve

Gray cement powder Pure water Fiberglass mesh

Elastix Tap Tennis

Frattone

Video


