
Rives s.r.l. Colors & Decorations - SP17 Salice - Veglie km1 - 73015 - Salice Salentino (LE) - Italia
Phone : + 39 0832 731655 - Fax : +39 0832 733467 - e-mail : rives@rives.it

www.rives.it - rives@pec.it - marketing@rives.it 134

Features and fields of application:
Zinc phosphate-based, anti-corrosive synthetic primer 
suitable for protecting ferrous metals and galvanized sheet 
metal.
Thanks to its unique formulation, Zinc 100 offers high 
coverage, excellent adhesion, and long-lasting resistance. 
Suitable for both interior and exterior applications, it 
contains passivating zinc salts that effectively block iron 
oxidation.

Substrate preparation and application:
New iron: Thoroughly degrease the surface with thinner 
to ensure maximum adhesion to the substrate.
Rusty or painted iron: Brush the substrate to remove loose rust and loose paint. Thoroughly degrease the surface with 
thinner to ensure maximum adhesion to the substrate.
Apply, as needed, one or two coats of Zinc 100 diluted 10-15% with white spirit using a roller, brush, or airless sprayer, 
leaving approximately 24 hours between coats.

USEFUL WARNINGS
• Do not apply at temperatures below +5°C or above +30°C, or with humidity above 75%.
• Use nitro thinner to clean tools.
• For information on proper disposal, storage, and
handling of the product, please consult the relevant safety data sheet.
• The product should be used preferably within two years of the production date if stored
in the original, unopened containers and at suitable temperatures.

Zinc 100 Technical Data Sheet No. 176 - Revision 1 of 25/10/2013



Rives s.r.l. Colors & Decorations - SP17 Salice - Veglie km1 - 73015 - Salice Salentino (LE) - Italia
Phone : + 39 0832 731655 - Fax : +39 0832 733467 - e-mail : rives@rives.it

www.rives.it - rives@pec.it - marketing@rives.it 135

Zinc 100 Technical Data Sheet No. 176 - Revision 1 of 25/10/2013

Binder nature alkyl resins and inorganic anticorrosive pigments

Specific weight at 20°C 1.39 g/lt +/- 50

Dry film appearance opaque

Apply with roller, brush, airless

Color orange lead

Coverage (kg/m²) 8-10 m²/L in two coats

Packaging (kg) L 2.5 – 0.750

Drying
Touch-safe: 12 hours at 20°C

Dry-safe: 48 hours at 20°C

Dilution 15-20% with white spirit

Tool Cleaning immediately after use with nitro thinner

Storage in a cool, dry place

Specifications
Application by roller, brush, or airless spray, on pre-prepared substrates, of one or two coats of a synthetic, anti-corrosive 
zinc phosphate primer, suitable for protecting ferrous metals and galvanized sheet metal.


